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§139.24 Motor gasoline and compen-
sating systems.

(a) The requirements in paragraph (b)
of this section apply to the discharge of
motor gasoline and compensating am-
bient water added to Kkeep gasoline
tanks full to prevent potentially explo-
sive gasoline vapors from forming.

(b) Additional standards applicable to
discharges from motor gasoline and
compensating systems when a vessel is
operating in federally-protected waters
are contained in §139.40(j).

§139.25 Non-oily machinery.

(a) The requirements in paragraph (b)
of this section apply to discharges from
machinery that contains no oil, includ-
ing but not limited to discharges from
the operation of desalination systems,
water chillers, valve packings, water
piping, low- and high-pressure air com-
pressors, propulsion engine jacket cool-
ers, fire pumps, and seawater and pota-
ble water pumps.

(b) The discharge of untreated non-
oily machinery wastewater and pack-
ing gland or stuffing box effluent con-
taining toxic or bioaccumulative addi-
tives, or the discharge of oil in such
quantities as may be harmful, is pro-
hibited.

§139.26 Pools and spas.

(a) The requirements in paragraphs
(b) and (c) of this section apply to dis-
charges from pools and spas.

(b) Except for unintentional or inad-
vertent releases from overflows across
the decks and into overboard drains
caused by, but not limited to, weather,
vessel traffic, marine wildlife avoid-
ance or navigational maneuvering, dis-
charge of pool and spa water must:

(1) Occur only while the vessel is un-
derway, unless determined to be infea-
sible; and

(2) Meet the following numeric dis-
charge standard:

(i) For chlorine disinfection: total re-
sidual chlorine less than 100 pg/L; and

(ii) For bromine disinfection: total
residual oxidant less than 25 pg/L.

(c) Additional standards applicable to
discharges from pools and spas when a
vessel is operating in federally-pro-
tected waters are contained in
§139.40(k).

§139.28

§139.27 Refrigeration and air condi-
tioning.

(a) The requirements in paragraph (b)
of this section apply to discharges of
condensation from refrigeration, air
conditioning, and similar chilling
equipment.

(b) The direct overboard discharge of
any condensate that contacts toxic or
hazardous materials is prohibited.

§139.28 Seawater piping.

(a) The requirements in paragraphs
(b) through (d) of this section apply to
discharges from seawater piping sys-
tems, including while a vessel is in port
or in layup.

(b) Seawater piping systems must be
inspected, maintained, and cleaned as
necessary to minimize the accumula-
tion and discharge of biofouling orga-
nisms.

(c) Seawater piping systems that ac-
cumulate macrofouling must be fitted
with a Marine Growth Prevention Sys-
tem (MGPS).

(1) An MGPS must be selected to ad-
dress:

(i) The level, frequency, and type of
expected biofouling; and

(ii) The design, location, and area in
which the system will be used.

(2) An MGPS must include one, or
some combination of the following:

(i) Chemical injection;

(ii) Electrolysis, ultrasound, ultra-
violet radiation, or
electrochlorination;

(iii) Application of an antifouling
coating;

(iv) Use of cupro-nickel piping; or

(v) Use of glass-reinforced/filament-
wound epoxy-based composite piping.

3) Upon identification of
macrofouling in a seawater piping sys-
tem, reactive measures to manage the
macrofouling must be used. Discharges
resulting from reactive measures to re-
move macrofouling are prohibited in
port.

(d) Additional standards applicable to
discharges from seawater piping sys-
tems when a vessel is operating in fed-
erally-protected waters are contained
in §139.40(1).
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