
345 

Coast Guard, DHS § 25.30–20 

attached to each extinguisher, may be 
accepted as evidence that the nec-
essary maintenance procedures have 
been conducted. 

(f) Vaporizing-liquid type fire extin-
guishers containing carbon tetra-
chloride, chlorobromomethane, or 
other toxic vaporizing liquids are not 
acceptable as equipment required by 
this subchapter. 

(g) Portable or semi-portable extin-
guishers, which are required on their 
name plates to be protected from freez-
ing, must not be located where freezing 
temperatures may be expected. 

(h) The use of dry chemical, stored 
pressure, fire extinguishers not fitted 
with pressure gauges or indicating de-
vices, manufactured prior to January 1, 
1965, may be permitted on motorboats 
and other vessels so long as such extin-
guishers are maintained in good and 
serviceable condition. The following 
maintenance and inspections are re-
quired for such extinguishers: 

(1) When the date on the inspection 
record tag on the extinguishers shows 
that 6 months have elapsed since the 
last weight check ashore, then such ex-
tinguishers are no longer accepted as 
meeting required maintenance condi-
tions until they are reweighed ashore, 
found to be in a serviceable condition, 
and within required weight conditions. 

(2) If the weight of the container is 1⁄4 
ounce less than that stamped on the 
container, it must be serviced. 

(3) If the outer seal or seals (which 
indicate tampering or use when bro-
ken) are not intact, the boarding offi-
cer or marine inspector will inspect 
such extinguishers to see that the fran-
gible disc in the neck of the container 
is intact; and if such disc is not intact, 
the container must be serviced. 

(4) If there is evidence of damage, 
use, or leakage, such as dry chemical 
powder observed in the nozzle or else-
where on the extinguisher, the extin-
guisher must be serviced or replaced. 

(i) Dry chemical extinguishers, 
stored pressure extinguishers, and fire 
extinguishers without pressure gauges 
or indicating devices manufactured 
after January 1, 1965, cannot be labeled 
with the marine type label described in 
46 CFR 162.028–4. These extinguishers 
manufactured after January 1, 1965, 

may be carried onboard motorboats or 
other vessels as excess equipment. 

(j) Semi-portable extinguishers must 
be fitted with a suitable hose and noz-
zle, or other practicable means, so that 
all portions of the space concerned may 
be covered. 

[USCG–2012–0196, 81 FR 48245, July 22, 2016] 

§ 25.30–15 Fixed fire extinguishing sys-
tems. 

(a) When a fixed fire extinguishing 
system is installed, it must be a type 
approved or accepted by the Com-
mandant (CG–ENG–4) or the Com-
manding Officer, U.S. Coast Guard Ma-
rine Safety Center. 

(b) If the system is a carbon-dioxide 
type, then it must be designed and in-
stalled in accordance with subpart 76.15 
of part 76 of subchapter H (Passenger 
Vessels) of this chapter. 

(c) If the system is an automatic 
sprinkler system then it must be de-
signed and installed in accordance with 
Chapter 25 of NFPA 13 (incorporated by 
reference, see § 25.01–3). 

[USCG–2012–0196, 81 FR 48245, July 22, 2016] 

§ 25.30–20 Fire extinguishing equip-
ment required. 

(a) Motorboats. (1) All motorboats 
must carry at least the minimum num-
ber of portable fire extinguishers set 
forth in table 25.30–20(a)(1), except that 
motorboats less than 26 feet in length, 
propelled by outboard motors and not 
carrying passengers for hire, need not 
carry portable fire extinguishers if the 
construction of the boats will not per-
mit the entrapment of explosive or 
flammable gases or vapors. 

TABLE 25.30–20(a)(1) 

Length, feet 

Minimum number of 5–B port-
able fire extinguishers 

required 1 

No fixed fire 
extinguishing 
system in ma-
chinery space 

Fixed fire 
extinguishing 
system in ma-
chinery space 

Under 16 ............................ 1 0 
16 and over, but under 26 1 0 
26 and over, but under 40 2 1 
40 and over, but not over 

65 ................................... 3 2 

1 One 20–B portable fire extinguisher may be substituted for 
two 5–B portable fire extinguishers. 
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