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119.470 Ventilation of spaces containing die-
sel fuel tanks.

Subpart E—Bilge and Ballast Systems

119.500 General.

119.510 Bilge piping system.
119.520 Bilge pumps.

119.530 Bilge high level alarms.
119.540 Ballast systems.

Subpart F—Steering Systems
119.600 General.

Subpart G—Piping Systems

119.700 General.

119.710 Piping for vital systems.

119.715 Piping subject to more than 1,034
kPa (150 psig) in non-vital systems.

119.720 Nonmetallic piping materials.

119.730 Nonferrous metallic piping mate-
rials.

AUTHORITY: 46 U.S.C. 2103, 3306; E.O. 12234,
45 FR 58801, 3 CFR, 1980 Comp., p. 277; DHS
Delegation No. 00170.1, Revision No. 01.3.

SOURCE: CGD 85-080, 61 FR 922, Jan. 10, 1996,
unless otherwise noted.

Subpart A—General Provisions

§119.100 Intent; preemptive effect.

This part contains requirements for
the design, construction, installation,
and operation of propulsion and auxil-
iary machinery, piping and pressure
systems steering apparatus, and associ-
ated safety systems. Machinery and
equipment installed on each vessel
must be suitable for the vessel and its
operation and for the purpose intended.
The regulations in this part have pre-
emptive effect over State or local regu-
lations in the same field.

[CGD 85-080, 61 FR 922, Jan. 10, 1996, as
amended by USCG-2006-24797, 77 FR 33883,
June 7, 2012]

§119.115 Applicability to existing ves-
sels.

(a) Except as otherwise required by
paragraphs (b) and (c) of this section,
an existing vessel must comply with
the regulations on machinery, bilge
and ballast system equipment, steering
apparatus, and piping systems or com-
ponents that were applicable to the
vessel on March 10, 1996, or, as an alter-
native, the vessel may comply with the
regulations in this part.

§119.220

(b) New installations of machinery,
bilge and ballast system equipment,
steering equipment, and piping systems
or components on an existing vessel,
which are completed to the satisfaction
of the cognizant Office in Charge, Ma-
rine Inspection (OCMI) on or after
March 11, 1996, must comply with the
regulations of this part. Replacement
of existing equipment installed on the
vessel prior to March 11, 1996, need not
comply with the regulations in this
part.

(c) An existing vessel must comply
with the bilge high level alarm require-
ments in §119.530 of this section.

[CGD 85-080, 61 FR 922, Jan. 10, 1996; 61 FR
205656, May 7, 1996; USCG-2023-0759, 89 FR
22949, Apr. 3, 2024]

Subpart B—Propulsion Machinery

§119.200 General.

(a) Propulsion machinery must be
suitable in type and design for propul-
sion requirements of the hull in which
it is installed and capable of operating
at constant marine load under such re-
quirements without exceeding its de-
signed limitations.

(b) All engines must have at least
two means for stopping the engine(s)
under any operating conditions. The
fuel oil shutoff required at the engine
by §119.455(b)(3) of this part will satisfy
one means of stopping the engine.

§119.220 Installations.

(a) The installation requirements for
machinery and boilers for steam and
electrically propelled vessels are con-
tained in applicable regulations in sub-
chapter F (Marine Engineering) and
subchapter J (Electrical Engineering)
of this chapter.

(b) Installation of propulsion machin-
ery of an unusual type for small pas-
senger vessels must be given separate
consideration and must be subject to
such requirements as determined nec-
essary by the cognizant OCMI. Unusual
types of propulsion machinery include:

(1) Gas turbine machinery installa-
tions;

(2) Air screws;

(3) Hydraulic jets; and

(4) Machinery installations using lift
devices.
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