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other than a High Speed Craft, may 
comply with ABYC H–2, ABYC H–22, 
ABYC H–24, ABYC H–25, ABYC H–32, 
ABYC H–33, ABYC P–1, and ABYC P–4 
(all eight standards incorporated by 
reference, see 46 CFR 175.600) as speci-
fied in this part. 

[USCG–2003–16630, 73 FR 65207, Oct. 31, 2008] 

Subpart B—Propulsion Machinery 
§ 182.200 General. 

(a) Propulsion machinery must be 
suitable in type and design for propul-
sion requirements of the hull in which 
it is installed and capable of operating 
at constant marine load under such re-
quirements without exceeding its de-
signed limitations. 

(b) All engines must have at least 
two means for stopping the engine(s) 
under any operating conditions. The 
fuel oil shutoff required at the engine 
by § 182.455(b)(4) will satisfy one means 
of stopping the engine. 

§ 182.220 Installations. 
(a) Except as otherwise provided in 

this section, propulsion machinery in-
stallations must comply with the pro-
visions of this part. 

(b) The requirements for machinery 
and boilers for steam and electrically 
propelled vessels are contained in ap-
plicable regulations in subchapter F 
(Marine Engineering) and subchapter J 
(Electrical Engineering) of this chap-
ter. 

(c) Propulsion machinery of an un-
usual type for small passenger vessels 
must be given separate consideration 
and is subject to such requirements as 
determined necessary by the cognizant 
OCMI. These unusual types of propul-
sion machinery include: 

(1) Gas turbine machinery installa-
tions; 

(2) Air screws; 
(3) Hydraulic jets; and 
(4) Machinery installations using lift 

devices. 

Subpart C—Auxiliary Machinery 

§ 182.310 Installations. 
(a) Auxiliary machinery of the inter-

nal combustion piston type must com-
ply with the provisions of this part. 

(b) Auxiliary machinery of the steam 
or gas turbine type will be given sepa-
rate consideration and must meet the 
applicable requirements of subchapter 
F (Marine Engineering) of this chapter 
as determined necessary by the cog-
nizant OCMI. 

(c) Auxiliary boilers and heating 
boilers and their associated piping and 
fittings will be given separate consider-
ation and must meet the applicable re-
quirements of subchapter F (Marine 
Engineering) of this chapter as deter-
mined necessary by the cognizant 
OCMI, except that heating boilers must 
be tested or examined every three 
years. 

§ 182.320 Water heaters. 

(a) A water heater must meet the re-
quirements of parts 53 and 63 of this 
chapter if rated at not more than 689 
kPa (100 psig) and 121 °C (250 °F), except 
that an electric water heater is also ac-
ceptable if it: 

(1) Has a capacity of not more than 
454 liters (120 gallons); 

(2) Has a heat input of not more than 
58.6 kilowatts (200,000 Btu per hour); 

(3) Is listed under UL 174, UL 1453 
(both incorporated by reference; see 46 
CFR 175.600) or other standard specified 
by the Commandant; and 

(4) Is protected by a pressure-tem-
perature relief device. 

(b) A water heater must meet the re-
quirements of parts 52 and 63 of this 
chapter if rated at more than 689 kPa 
(100 psig) or 121 °C (250 °F). 

(c) A water heater must be installed 
and secured from rolling by straps or 
other devices to the satisfaction of the 
cognizant OCMI. 

[CGD 85–080, 61 FR 986, Jan. 10, 1996; 61 FR 
20557, May 7, 1996, as amended at 62 FR 51358, 
Sept. 30, 1997; USCG–2003–16630, 73 FR 65207, 
Oct. 31, 2008] 

§ 182.330 Pressure vessels. 

All unfired pressure vessels must be 
installed to the satisfaction of the cog-
nizant OCMI. The design, construction, 
and original testing of such unfired 
pressure vessels must meet the applica-
ble requirements of subchapter F (Ma-
rine Engineering) of this chapter. 
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