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drums remain leakproof under normal 
conditions of transport. Gaskets or 
other sealing elements must be used 
with all removable heads. 

(6) If materials used for body, heads, 
closures, and fittings are not compat-
ible with the contents to be trans-
ported, suitable internal protective 
coatings or treatments must be ap-
plied. These coatings or treatments 
must retain their protective properties 
under normal conditions of transport. 

(7) Maximum capacity of drum: 450 L 
(119 gallons). 

(8) Maximum net mass: 400 kg (882 
pounds). 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as 
amended at 56 FR 66285, Dec. 20, 1991; Amdt. 
178–102, 59 FR 28494, June 2, 1994; 87 FR 45000, 
July 26, 2022] 

§ 178.507 Standards for plywood 
drums. 

(a) The identification code for a ply-
wood drum is 1D. 

(b) Construction requirements for 
plywood drums are as follows: 

(1) The wood used must be well-sea-
soned, commercially dry and free from 
any defect likely to lessen the effec-
tiveness of the drum for the purpose in-
tended. A material other than plywood, 
of at least equivalent strength and du-
rability, may be used for the manufac-
ture of the heads. 

(2) At least two-ply plywood must be 
used for the body and at least three-ply 
plywood for the heads; the plies must 
be firmly glued together, with their 
grains crosswise. 

(3) The body and heads of the drum 
and their joints must be of a design ap-
propriate to the capacity of the drum 
and its intended use. 

(4) In order to prevent sifting of the 
contents, lids must be lined with kraft 
paper or some other equivalent mate-
rial which must be securely fastened to 
the lid and extend to the outside along 
its full circumference. 

(5) Maximum capacity of drum: 250 L 
(66 gallons). 

(6) Maximum net mass: 400 kg (882 
pounds). 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as 
amended at 57 FR 45465, Oct. 1, 1992] 

§ 178.508 Standards for fiber drums. 

(a) The identification code for a fiber 
drum is 1G. 

(b) Construction requirements for 
fiber drums are as follows: 

(1) The body of the drum must be 
constructed of multiple plies of heavy 
paper or fiberboard (without corruga-
tions) firmly glued or laminated to-
gether and may include one or more 
protective layers of bitumen, waxed 
kraft paper, metal foil, plastic mate-
rial, or similar materials. 

(2) Heads must be of natural wood, fi-
berboard, metal, plywood, plastics, or 
other suitable material and may in-
clude one or more protective layers of 
bitumen, waxed kraft paper, metal foil, 
plastic material, or similar material. 

(3) The body and heads of the drum 
and their joints must be of a design ap-
propriate to the capacity and intended 
use of the drum. 

(4) The assembled packaging must be 
sufficiently water-resistant so as not 
to delaminate under normal conditions 
of transport. 

(5) Maximum capacity of drum: 450 L 
(119 gallons). 

(6) Maximum net mass: 400 kg (882 
pounds). 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as 
amended by Amdt. 178–106, 59 FR 67521, Dec. 
29, 1994] 

§ 178.509 Standards for plastic drums 
and jerricans. 

(a) The following are identification 
codes for plastic drums and jerricans: 

(1) 1H1 for a non-removable head 
plastic drum; 

(2) 1H2 for a removable head plastic 
drum; 

(3) 3H1 for a non-removable head 
jerrican; and 

(4) 3H2 for a removable head jerrican. 
(b) Construction requirements for 

plastic drums and jerricans are as fol-
lows: 

(1) The packaging must be manufac-
tured from suitable plastic material 
and be of adequate strength in relation 
to its capacity and intended use. No 
used material other than production 
residues or regrind from the same man-
ufacturing process may be used unless 
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