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must be in proper proportion to the ca-
pacity of the housing and must be sepa-
rate from the sleeping quarters. The 
physical facilities, equipment, and op-
eration must be in accordance with 
provisions of applicable State codes. 

(d) Wall surface adjacent to all food 
preparation and cooking areas must be 
of nonabsorbent, easily cleaned mate-
rial. In addition, the wall surface adja-
cent to cooking areas must be of fire- 
resistant material. 

§ 654.414 Garbage and other refuse. 
(a) Durable, fly-tight, clean con-

tainers in good condition of a min-
imum capacity of 20 gallons, must be 
provided adjacent to each housing unit 
for the storage of garbage and other 
refuse. Such containers must be pro-
vided in a minimum ratio of 1 per 15 
persons. 

(b) Provisions must be made for col-
lection of refuse at least twice a week, 
or more often if necessary. The dis-
posal of refuse, which includes garbage, 
must be in accordance with State and 
local law. 

§ 654.415 Insect and rodent control. 
Housing and facilities must be free of 

insects, rodents, and other vermin. 

§ 654.416 Sleeping facilities. 
(a) Sleeping facilities must be pro-

vided for each person. Such facilities 
must consist of comfortable beds, cots, 
or bunks, provided with clean mat-
tresses. 

(b) Any bedding provided by the 
housing operator must be clean and 
sanitary. 

(c) Triple deck bunks may not be pro-
vided. 

(d) The clear space above the top of 
the lower mattress of a double deck 
bunk and the bottom of the upper bunk 
must be a minimum of 27 inches. The 
distance from the top of the upper mat-
tress to the ceiling must be a minimum 
of 36 inches. 

(e) Beds used for double occupancy 
may be provided only in family accom-
modations. 

§ 654.417 Fire, safety, and first aid. 

(a) All buildings in which people 
sleep or eat must be constructed and 
maintained in accordance with applica-
ble State or local fire and safety laws. 

(b) In family housing and housing 
units for less than 10 persons, of one 
story construction, two means of es-
cape must be provided. One of the two 
required means of escape may be a 
readily accessible window with an 
openable space of not less than 24 × 24 
inches. 

(c) All sleeping quarters intended for 
use by 10 or more persons, central din-
ing facilities, and common assembly 
rooms must have at least two doors re-
motely separated so as to provide al-
ternate means of escape to the outside 
or to an interior hall. 

(d) Sleeping quarters and common as-
sembly rooms on the second story must 
have a stairway, and a permanent, af-
fixed exterior ladder or a second stair-
way. 

(e) Sleeping and common assembly 
rooms located above the second story 
must comply with the State and local 
fire and building codes relative to mul-
tiple story dwellings. 

(f) Fire extinguishing equipment 
must be provided in a readily acces-
sible place located not more than 100 
feet from each housing unit. Such 
equipment must provide protection 
equal to a 21⁄2 gallon stored pressure or 
5-gallon pump-type water extinguisher. 

(g) First aid facilities must be pro-
vided and readily accessible for use at 
all time. Such facilities must be equiv-
alent to the 16 unit first aid kit rec-
ommended by the American Red Cross, 
and provided in a ratio of 1 per 50 per-
sons. 

(h) No flammable or volatile liquids 
or materials must be stored in or adja-
cent to rooms used for living purposes, 
except for those needed for current 
household use. 

(i) Agricultural pesticides and toxic 
chemicals may not be stored in the 
housing area. 
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