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in accordance with the time limits es-
tablished in the staging pile regula-
tions at § 264.554(d)(1)(iii), (h), and (i) 
are subject to the requirements for 
staging piles at § 264.554(d)(1)(i) and (ii), 
§ 264.554(d)(2), § 264.554(e) and (f), and 
§ 264.554(j) and (k) in lieu of the per-
formance standards and requirements 
for CAMUs in this section at para-
graphs (c) and (e)(3) through (6). 

(2) CAMUs that are used for storage 
and/or treatment only and that do not 
operate in accordance with the time 
limits established in the staging pile 
regulations at § 264.554(d)(1)(iii), (h), 
and (i): 

(i) Must operate in accordance with a 
time limit, established by the Regional 
Administrator, that is no longer than 
necessary to achieve a timely remedy 
selected for the waste, and 

(ii) Are subject to the requirements 
for staging piles at § 264.554(d)(1)(i) and 
(ii), § 264.554(d)(2), § 264.554(e) and (f), 
and § 264.554(j) and (k) in lieu of the per-
formance standards and requirements 
for CAMUs in this section at para-
graphs (c) and (e)(4) and (6). 

(g) CAMUs into which wastes are 
placed where all wastes have con-
stituent levels at or below remedial 
levels or goals applicable to the site do 
not have to comply with the require-
ments for liners at paragraph (e)(3)(i) 
of this section, caps at paragraph 
(e)(6)(iv) of this section, ground water 
monitoring requirements at paragraph 
(e)(5) of this section or, for treatment 
and/or storage-only CAMUs, the design 
standards at paragraph (f) of this sec-
tion. 

(h) The Regional Administrator shall 
provide public notice and a reasonable 
opportunity for public comment before 
designating a CAMU. Such notice shall 
include the rationale for any proposed 
adjustments under paragraph (e)(4)(v) 
of this section to the treatment stand-
ards in paragraph (e)(4)(iv) of this sec-
tion. 

(i) Notwithstanding any other provi-
sion of this section, the Regional Ad-
ministrator may impose additional re-
quirements as necessary to protect 
human health and the environment. 

(j) Incorporation of a CAMU into an 
existing permit must be approved by 
the Regional Administrator according 
to the procedures for Agency-initiated 

permit modifications under § 270.41 of 
this chapter, or according to the per-
mit modification procedures of § 270.42 
of this chapter. 

(k) The designation of a CAMU does 
not change EPA’s existing authority to 
address clean-up levels, media-specific 
points of compliance to be applied to 
remediation at a facility, or other rem-
edy selection decisions. 

[67 FR 3025, Jan. 22, 2002, as amended at 71 
FR 40273, July 14, 2006; 75 FR 13006, Mar. 18, 
2010] 

§ 264.553 Temporary Units (TU). 

(a) For temporary tanks and con-
tainer storage areas used to treat or 
store hazardous remediation wastes 
during remedial activities required 
under § 264.101 or RCRA 3008(h), or at a 
permitted facility that is not subject 
to § 264.101, the Regional Administrator 
may designate a unit at the facility, as 
a temporary unit. A temporary unit 
must be located within the contiguous 
property under the control of the 
owner/operator where the wastes to be 
managed in the temporary unit origi-
nated. For temporary units, the Re-
gional Administrator may replace the 
design, operating, or closure standard 
applicable to these units under this 
part 264 or part 265 of this chapter with 
alternative requirements which protect 
human health and the environment. 

(b) Any temporary unit to which al-
ternative requirements are applied in 
accordance with paragraph (a) of this 
section shall be: 

(1) Located within the facility bound-
ary; and 

(2) Used only for treatment or stor-
age of remediation wastes. 

(c) In establishing standards to be ap-
plied to a temporary unit, the Regional 
Administrator shall consider the fol-
lowing factors: 

(1) Length of time such unit will be 
in operation; 

(2) Type of unit; 
(3) Volumes of wastes to be managed; 
(4) Physical and chemical character-

istics of the wastes to be managed in 
the unit; 

(5) Potential for releases from the 
unit; 

(6) Hydrogeological and other rel-
evant environmental conditions at the 
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facility which may influence the mi-
gration of any potential releases; and 

(7) Potential for exposure of humans 
and environmental receptors if releases 
were to occur from the unit. 

(d) The Regional Administrator shall 
specify in the permit or order the 
length of time a temporary unit will be 
allowed to operate, to be no longer 
than a period of one year. The Regional 
Administrator shall also specify the de-
sign, operating, and closure require-
ments for the unit. 

(e) The Regional Administrator may 
extend the operational period of a tem-
porary unit once for no longer than a 
period of one year beyond that origi-
nally specified in the permit or order, 
if the Regional Administrator deter-
mines that: 

(1) Continued operation of the unit 
will not pose a threat to human health 
and the environment; and 

(2) Continued operation of the unit is 
necessary to ensure timely and effi-
cient implementation of remedial ac-
tions at the facility. 

(f) Incorporation of a temporary unit 
or a time extension for a temporary 
unit into an existing permit shall be: 

(1) Approved in accordance with the 
procedures for Agency-initiated permit 
modifications under § 270.41; or 

(2) Requested by the owner/operator 
as a Class II modification according to 
the procedures under § 270.42 of this 
chapter. 

(g) The Regional Administrator shall 
document the rationale for designating 
a temporary unit and for granting time 
extensions for temporary units and 
shall make such documentation avail-
able to the public. 

[58 FR 8683, Feb. 16, 1993, as amended at 63 
FR 65939, Nov. 30, 1998; 71 FR 40273, July 14, 
2006] 

§ 264.554 Staging piles. 
This section is written in a special 

format to make it easier to understand 
the regulatory requirements. Like 
other Environmental Protection Agen-
cy (EPA) regulations, this establishes 
enforceable legal requirements. For 
this ‘‘I’’ and ‘‘you’’ refer to the owner/ 
operator. 

(a) What is a staging pile? A staging 
pile is an accumulation of solid, non- 
flowing remediation waste (as defined 

in § 260.10 of this chapter) that is not a 
containment building and is used only 
during remedial operations for tem-
porary storage at a facility. A staging 
pile must be located within the contig-
uous property under the control of the 
owner/operator where the wastes to be 
managed in the staging pile originated. 
Staging piles must be designated by 
the Director according to the require-
ments in this section. 

(1) For the purposes of this section, 
storage includes mixing, sizing, blend-
ing, or other similar physical oper-
ations as long as they are intended to 
prepare the wastes for subsequent man-
agement or treatment. 

(2) [Reserved] 
(b) When may I use a staging pile? You 

may use a staging pile to store haz-
ardous remediation waste (or remedi-
ation waste otherwise subject to land 
disposal restrictions) only if you follow 
the standards and design criteria the 
Director has designated for that stag-
ing pile. The Director must designate 
the staging pile in a permit or, at an 
interim status facility, in a closure 
plan or order (consistent with 
§ 270.72(a)(5) and (b)(5) of this chapter). 
The Director must establish conditions 
in the permit, closure plan, or order 
that comply with paragraphs (d) 
through (k) of this section. 

(c) What information must I provide to 
get a staging pile designated? When seek-
ing a staging pile designation, you 
must provide: 

(1) Sufficient and accurate informa-
tion to enable the Director to impose 
standards and design criteria for your 
staging pile according to paragraphs 
(d) through (k) of this section; 

(2) Certification by a qualified Pro-
fessional Engineer for technical data, 
such as design drawings and specifica-
tions, and engineering studies, unless 
the Director determines, based on in-
formation that you provide, that this 
certification is not necessary to ensure 
that a staging pile will protect human 
health and the environment; and 

(3) Any additional information the 
Director determines is necessary to 
protect human health and the environ-
ment. 

(d) What performance criteria must a 
staging pile satisfy? The Director must 
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